










www. r e spa t e x . c o . u k

Respatex Wall Panels provide instant waterproof, 
hygienic walls with a choice from an attractive 
range of colours and finishes.

PRODUCT SPECIFICATION
CONSTRUCTION
Respatex has a decorative, high pressure 
laminate surface, bonded to high quality 
WBP plywood (consisting of 7 layers) with a 
balancer laminate on the reverse. Each panel 
with the Aqualock system is tongue and 
grooved on its longest side.

SIZE AND WEIGHT
Standard Wall Panel: 600mm x 2400mm x 10.2mm
Weight: Approx. 12kg per panel
Shower Panel: 900mm x 2400mm x 10.2mm
Weight: Approx 18kg per panel.
Shower Wall: 1200mm x 2400mm x 10.2mm
Weight: Approx 24kg per panel.

CLEANING AND MAINTENANCE
Simply wipe with a damp cloth 
or a mild non-abrasive cream cleaner. 

HEAT RESISTANCE
DO NOT expose the laminate surface to 
sustained high temperatures (max 1800 
Centigrade or 3560 Fahrenheit).

FIRE CERTIFICATE
Respatex has a class 2 surface spread of flame 
certificate tested to BS 476 parts 6 &7.

GUARANTEE
Respatex offers the domestic consumer a 15 
year guarantee, from the date 
of purchase, that the wall panels will remain 
watertight and will neither crack nor delaminate. 
Base profiles must be used with shower trays 
and in all wet areas to prevent water damage 
occurring. The guarantee will be void if panels 
are not fitted according to the manufacturers’ 
instructions.
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